
VK SHIRES N1MM LOGGER SETUP 

 

1. The .zip file contains 3 files, VKSHIRES.UDC, SHIRES.SEC, and this PDF File. 

2. Extract the files and put the UDC file in Documents\N1MM Logger+\UserDefinedContests 

3. And put the .sec file in Documents\N1MM Logger+\SupportFiles 

a. As per highlighted below. 

 

 
 

 

4. Open N1MM+ logger.  Go to File-New log in database - Select VK SHIRES 

a. Select other options pertaining to section entered etc. 

b. Put your SHIRE DESIGNATOR in the “Sent Exchange” field. 

 

 
 



c. Then click  “Import Section List” and you should see this confirmation box. 

d. Click OK 

 

 
 

e. Click OK again to start the logger. 

 

5. You may want to enter CW mode, in which case you will need to edit the Function Keys 

a. You can use the {EXCH} OR delete it and put in your shire like LV4 

b. DO NOT leave the default as 5NN #, as the # will send the QSO number and not the shire 

exchange required. (If {EXCH} is not working for you then hand type in your shire code.) 

 

 
 

6. REMEMBER that the sent exchange is NOT shown in the entry, rather just the QSO number. 

Refer b. above 

 

 
Good Luck. De VK4SN. 


